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Wire list 


This chapter provides information required to build cables of nonstandard 
lengths for Digital Trunk Interface (DTI) applications. For installation of a 
private T1 transmission cable, consult Northern Telecom’s Transmission 
Division. 


The following pages contain lists and descriptions applying to Digital Trunk 
Interface (DTD cables external to the Meridian 1 cabinet. 


QCAD129/NT9J93xx 


This cable is used to connect the RS-232-C interface for an Echo Canceller to 
the DTI card. Table 17 contains the QCAD129/NT9J93xx wire list. 


Standard length 7 ft (2.1 m) 

Construction 22 AWG (0.644 mm), stranded 

P1 Connector  15-pin, male, subminiature D, with jack-screws 
P2 connector 25-pin, male, subminiature D, with jack-screws 
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Table 17 
QCAD129/NT9J93xx wire list 


DTI signal 


P1-2 
P1-4 
P1-5 
P1-10 
P1-12 
P1-9 
P1-15 


To 
P2-20 
P2-2 
P2-8 
P2-3 
P2-7 
P2-4 
P2-5 


nc 


Note: TPENB = Test Port Enable Bar. 
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Echo Canceller signal 


DTR 
TXD 
DCD 
RXD 
GND 
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QCAD133/NT8D97xx 


This cable is used to transport the T1 signal from the I/O filter assembly at the 
cabinet bulkhead to the Network Channel Terminating Equipment (NCTE) 
telephone company interface. For cabinets without an I/O filter assembly, this 
cable is used to transport the T1 signal from the QPC720 to the NCTE 
telephone company interface. Table 18 contains the wire list for the 
QCAD133/NT8D97xx. 

Standard length 50 ft (15.3 m) 


Construction Individually foil shielded, twisted pairs, 24 AWG 
(0.511 mm), stranded 


P1 Connector 15-pin, female, subminiature D, with jack-screws 


P2 Connector 15-pin, male, subminiature D, with slide-latch. Optional 
spring-latch loose-packed with cable assembly. 


Table 18 
QCAD133/NT8D97xx wire list 


From To DTI signal 
WHITE P1-1 XTIP to telephone company 
BLACK P1-9 XRING to telephone company 
GRN SHLD P1-2 nc GND 
RED P1-3 P2-3 RTIP from telephone company 


BLACK P1-11 P2-11 RRING from telephone company 


RED SHLD P1-4 nc GND 
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QCAD128/NT8D83xx 


This cable transports the T1 signal from the DTI card to the I/O assembly at 
the cabinet bulkhead. Table 19 shows the QCAD128/NT8D83xx wire list. 


Standard length 10 ft (3.05 m) 

Construction 15-conducter ribbon, 28 AWG (0.321 mm), stranded 
P1 Connector 15-pin, male, subminiature D, with jack-screws 

P2 Connector  15-pin, male, subminiature D, with jack-screws 


Table 19 
QCAD128/NT8D83xx wire list 


XTIP to telephone company 
GND 
RTIP from telephone company 


GND 


XRING to telephone company 


RRING from telephone company 
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